Ultra-wideband antenna Antrad-7

Technical Data

Antenna Type:
Frequency Range:

Gain:

Impedance:

VSWR:

Size without connector:

Connector:

Material:

trapezoid monopole
2.9-9GHz

up to 1.2 dBi
(at a frequency of 5 GHz)

50 Ohm

not more than 2.0:1
46 x 35 x 1.52 mm
SMA (FEMALE)

Rogers
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Ultra-wideband antenna Antrad-7

VSWR

The following picture shows VSWR
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Center: 4.00005 GHz

FIC ESTRA, No.3, 1-st Shchipkovskiy Lane, Moscow, Russia

Span:

7.9999 GHz
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@ Ultra-wideband antenna Antrad-7
A

Radiation pattern

The following picture shows radiation pattern in 3D at a frequency
of 2.4 GHz.
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@ Ultra-wideband antenna Antrad-7
A

Radiation pattern

The following picture shows radiation pattern in 3D at a frequency
of 4 GHz.
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@ Ultra-wideband antenna Antrad-7
A

Radiation pattern

The following picture shows radiation pattern in 3D at a frequency
of 6 GHz.
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@ Ultra-wideband antenna Antrad-7
A

Radiation pattern

The following picture shows radiation pattern in 3D at a frequency
of 8 GHz.
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Ultra-wideband antenna Antrad-7
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Radiation pattern

The following picture shows normalized radiation pattern in the

horizontal plane in dB with a
2.4, 4, 6, 8 GHz accordingly.
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Ultra-wideband antenna Antrad-7

Radiation pattern

The following picture shows normalized radiation pattern in the
vertical plane in dB at the frequencies of 2.4, 4, 6, 8 GHz

accordingly.
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@ Ultra-wideband antenna Antrad-7
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Application note

Omnidirectional and compact UWB antenna Antrad-7 can be used

for radio communication systems operating in 2.9-9 GHz frequency
bands, including Decawave UWB systems.
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