
Areas of application

Adjustable range of detection distance 0 - 12 m

Building materials through 
which the device can work

brick, concrete, reinforced concrete, 
stone, stucco wall, drywall, etc.

Angle of view

Thickness of brick wall
over which the person is detected

not less than 50 cm

Weight 2,5 kg

Minimum amplitude of the detected motion 1 cm

Battery life (using tablet PC) not less than 4 hours

Through-Wall Imaging device for motion detection 
over obstacles PicoR Bio is designed to detect 
people over the walls, under the rubble and any 
optically opaque barriers (walls and floors of buildings, 
including concrete slabs, unlit smoky rooms, piles of 
building materials, damaged structures and rock 
avalanches, etc.), both moving and stationary 
(by wiggling and breathing).

Thus, PicoR Bio device allows to define presence of
signs of life behind the walls and other obstacles 
in the 1,5D mode,ie the determination of distance to 
objects and background of their movements in time.

PicoR Bio device uses ultrashort pulses of radio 
waves with high performance penetration through 
walls and floors (made of standard building materials, 
including bricks, blocks, concrete floors, including 
concrete, wood beams, plaster, wallpaper, as well as 
office furniture, glass, etc.) The only screening material 
is metal barriers.

More functional and much cheaper than Xaver 100

Technical parameters

Detection of people behind walls, 
in rooms with closed doors 
for the assault teams of police, 
army, secret services, 
for intelligence, to check people 
in closed rooms for security services

Detection of people under the 
rubble of buildings, snow 
avalanches caused by 
earthquakes and disasters

Through-Wall Imaging device PicoR Bio
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More information at www.ledomer.ru/enESTRA        +7(903) 735-97-20       a@ledomer.ru

Size

Operating temperature range

31 x 31 x 11 сm

-20 ... +50 degrees

80 deg. in the horizontal plane,
80 deg. in the vertical plane



Building material Thickness

Air -

Detection characteristics over obstacles (experimental and calculated data)

Movements detection 
          (walking)

Breathing/wiggling
        detection

12 m 5 m

Reinforced concrete slab 25 cm 6 m 2 m

Dense concrete 50 cm 1 m -

Double glazed windows 3 cm 5 m 1,5 m

Brick 40 cm 6 m  2 m

Snow (when coming avalanche) 2 m 2 m

The operation principle of the device is that 
the operator directs the  to the wall 
(optimally pressed to the wall to reduce the signal 
reflected from it). Then he visually observe on 
the tablet PC screen changes in the radargramm 
of the reflected signal when objects move behind 
the wall.

         Key benefits of PicoR Bio device:

- reliable detection of humans behind the walls and 
  rubble of any standard building materials;
- separate detection of objects in vicinity of each 
  other (at a distance of 0.5 m);
- simultaneous moving and stationary objects
  detection;
- user-friendly interface that provides control of 
  device parameters and intuitive interpretation 
  the radargramm;
- ability to work pressed to or spaced from the wall; 
- immunity to interference and safety;
- maximum object detection range - 12 m, 
  no "dead zones";
- possibility of detecting fully stationary objects 
  (people, furniture) in profiling mode 
  (movement of the device along the wall)
- product price is several times lower 
  than other market offers

device
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